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1.MODEL:MR-[] [ ] []

GERL)

NO[ Input Type NOJ Display unit [NO] - Aux.Power
Al Pulse (TTL) (5V) TTRPM A TACT10/220V
B | Pulse (NPN) (12V) 2 | M/min O | SPECIFIED
C | Pulse (PNP) (12V) 3 1Y/min °;:20°§>vt2\ffrate‘
D | Magnetic pick-up(50mV~1.5V)| 4 ] ft/min oo o

E [ Wagnefic pick-up(500mV~T5V] 3 [SPECIFIED]| " "Peveor
F | AC2~60V

0 | SPECIFIED

2.SPECIFICATION (F=Z#i#%)

» Measuring accuracy
(FE Tt )

« Count input type
( Wiz A=)

» Count input trigger levels

QIR LG

¢ Max.count rates
(i ABER)

o Sampling time
( VAR )

 Over input indication
(EHEET )

» Readout range
(SR fEHER )

o Diameter setting

i fee

(B R )

o Parameter setting
(28EE 0

« Display
(BUR%)

* Sensor power supply
(REARFEIR)

¢ Memory mode
G0

e Dielectric strength
(ABAETT BERET T )

» Operating condition
({HHEREEEF )

« Storage condition
(ARSI )

¢ CE EMC Certification
(CER¥qs

:0.01% F.S. 23£5C)

: Jump-pin selectable current sourcing(NPN)

or current sinking (PNP)

. Hi bias (CMOS) (Vi=7.5V, Vi.=5.5V)

Lobias (TTL) (Vm=3.7V, ViL=2.0V)

: 50KHz (50% duty cycle)

: 10 cycles/sec. (>10Hz)

f cycles/sec. (<10Hz)

:"doFL"

2 0~99999 digit adjustable
:0~9.9999M (Touch switches setting)
: Touch switches

: Red high efficiency LEDs high 14.22mm (0.56")
: 12VDC#3%(<60mA)

: Non-volatile E> PROM memory

: 2KVac/1 min. (input/power/display)

: 0~50°C (20 to 90% RH non-condensed)

: 0~70°C (20 to 90% RH non-condensed)
: EN 55022:1998/A1:2000 Class A

EN 61000-3-2:2000
EN 61000-3-3:1995/A1:2001
EN 55024:1998/A1:2001

3.0UTSIDE DIMENSION AND CONNECTION DIAGRAM
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4.0rdering information(G Tl /7=0)

MODEL:MR-B1A

*Input Type : Pulse (NPN) (12V)
(Ui A=)

* Display unit : RPM
(T E BT

e Aux. power supper : AC110V or 220V£20% (50 or 60Hz)
(TR




